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OVM M12 STANDARD STR CABLE DIA. THE ARROW OF THE CODING VIEW FROM THE FRONT SIDE
MAX. 9.2MM ACC. ES-120000-002 [THE ARROW IS INLINE TO THE
PART LIST CODING OF THE CONNECTOR]
MOLEX PN | ENGINEERING NO | L+Tol.[mm]
1203411145 | E12A06016M005 | 500
1203410935 | E12A06016M0O10H | 1000 P1  WIRING DIAGRAM P2
1201089012 | E12A06016M020H | 2000 Toul fouk
U 1 Il -
1201089013 | E12A06016M030H | 3000 WHITE - GREEN | 11 I 2 1| WHITE - ORANGE BOM
1201089014 | E12A06016M040H | 4000 WHITE - ORANGE | 2 [ :3 ‘ORANGE ITEM| QTY | DESCRIPTION MATERIAL | FINISH/COLOR
1201089015 | E12A06016M050H | 5000 GREEN |3 | 3] WHITE - GREEN 1 - |#24-2-2 WELD SLAG RESIST  |[TPU 'IC;IZT_LD -
1201089016 | E12A06016M060H | 6000 1 € 1
4 - L—14 2 8 |CONTACT PIN (X-CODE Cu ALLOY | >,
1201089017 | E12A06016M070H | 7000 ORANGEL__—,__ ! a8 GREEN ( ) Ni-PLATED
1201089018 | E12A06016MO080H | 8000 | —15|INC 3 |1 [MALE INSERT (X-CODE) PUR BLACK
1204720026 | E12A06016M100H | 10000 ! —46|INC 4 1 |M12 SHIELDING CROSS SHELL | GD-ZnAl4 | Zink - diecast
1201089020 | E12A06016M120H | 12000 L SHIELD d 7] 'NC 5 4 | CONTACT PIN (D-CODE) BRONZE |GOLD PLATED
1201089021 | E12A06016M150H | 15000 ! ? 6 1 | MALE INSERT (D-CODE) PUR BLACK
1201089022 | E12A06016M200H | 20000 —1°]'NC 7 2 |COUPLING NUT BRASS  |Ni-PLATED
1201089023 | E12A06016M250H | 25000 NOTES : o Tt 8 - MOULDING MATERIAL TPU BLACK
1201089024 | E12A06016M300H | 30000 ELECTRICAL DATA - 9 1 |LABEL VINYL YELLOW
1201089025 | E12A06016M350H | 35000 _ 10 |2 |I/D CARRIER PVC TRANSPARENT
VO LTAG E RATI N G " 48V FUNCTIONAL| THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
1201089026 | E12A06016M400H | 40000 AMPERAGE RATING : 0.5A TABLE 1 SYMBOLS [DIMENSIONUNITS|  SCALE  f CURRENT REV DESC: ADDED PN: 1203411145 IN TO
1201088942 | E12A06016M450H | 45000 - G- ol _mm | 1.1 [TEPRTEE molex
1201088943 | E12A06016M500H | 50000 INSULATION RESISTANCE : 103Q MIN. CABLE LENGTH TOLERANCES W GENERAL TOLERANCES
. = 0 (UNLESS SPECIFIED)
1201088944 | E12A06016M550H | 55000 MATING CYCLES : MIN. 100 LENGTH | TOLERANCE o oo s a0 | GSE M12 ETH 4P DG MA STR TPU XG MA XM DE
1201088945 | E12A06016M600H | 60000 Om-1m +40 mm 7= 0firuces . DRWN; NIKHIS3 2024112106
1201088946 | E12A06016M650H | 65000 ENVIRONMENTAL : >im-5m | +60 mm Ds'¥'ﬁ'B%NL‘§LZEt22Ez o Rl o PRODUCT CUSTOMER DRAWING
1201089027 E12A06016M700H 70000 PROTECTION - |P67 IN MATED AND LOCKED POS'TION >5m'10m +80 mm TPLAGE : [;3 INITIAL REVISION: DOCUMENT NUMBER DOC TYPE[DOC PART|REVISION
1201088947 | E12A06016M750H [75000 | ybEbATING TEMPERATURE - -25°C TO 480°C >10m-20m | +140 mm srrces |- 95 |AbpR: ROLLER 2210820 1201088942 |Psp| 000 | A3
’]201088948 E12A06016M800H 80000 - T >20m-30m +160 mm DRAFT WHERE APPLICABLE TH\RDA‘NGLEPROJECTION DRAWING SERIES MATERIAL NUMBER CUSTOMER SHEET NUMBER
DOCUMENT STATUS| P1 | RELEASE DATE | 2024/12/06  11:11:40 | >30m +1% length W DS @ £ |A3-SIZE| 120108 | SEE PART LIST | GENERAL MARKET | 10OF 1
revson ] ) 9 8 7 6 5 4 3 2 1




