REVISION
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REV. DESCRIPTION DATE APPROVED
B ECTRONICSAND NOT TO BE REPRODUCED FOR

B | Updated Tolerance 05-08-19 LY
ORCOMMUNICATED TO A THIRD PARTY WITHOUT

THE EXPRESSWRTTEN PERMISSION OF AN OFFICER

OF QUALTEK B.LECTRONICS.
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NOTES: 3 GREEN><><: 3
1. CABLE UL2725
28AWG* 1 PR+ 28AWG*2C+AEB(AL) 65% 4 BLACK S
. NN Ty 0: 40 02mm SHELL——BRAID&DRAIN— SHELL
INSULATOR: WHITE PBT
PNGE CONTROLLED
NI TED
NGB AATEDSEL oim | Toerance Qualtek BHectronics Corp.
' INSULATOR: BLACK range +- WG DIVISON
PNG/F (mm) (mm) | PrtRumber 3055010-03
NICKE. PLATED SHE_L 0-1 015 Description:
4. PVCMOLDED: 45PWHITE ” 020 USB 4P(A)/M - MICRO USB5P(B)/M
5. BLECTRCAL TEST: :
<1>.100% OPEN SHORT & MISS WIRE TEST 618 0% | mra#2505D UNIT: mm FEVEB
<2>.INSULATION RESISTANCE: DC300V 10M ohm MIN. 1850 050
<3>.0ONDUCTORRESISTANCE: 2 ohm MAX. 50-120 0.70 Drawn / Date Checked / Date Approved / Date
120:250 090 R Nuti 06-13-13 LY/ 06-13-13
250-500 1.20 06-13-13




