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" PART NUMBER DATA
CIRCUITS PART ENGINEERING COLOR DIM. "A" DIM. "B" DIM. "C"
NUMBER NUMBER IN MM IN MM IN MM
‘ | | | | ‘ 2 397260002 | M750S-05-5-02-3 | GREEN | 1.02 | 258 | .300 | 762 | 0.78 | 19.8
‘ } } } N | 9 ‘ 3 397260003 | M750S-05-5-03-3 | GREEN | 1.32 | 334 | 600 | 1524 | 1.08 | 274
‘ “ ‘ 4 397260004 | M750S-05-5-04-3 | GREEN | 1.62 | 411 | .900 | 22.86 | 1.38 | 35.1
‘ SOS/N \ 5 397260005 | M750S-05-5-05-3 | GREEN | 1.92 | 48.7 | 1.200 | 3048 | 1.68 | 42.7
ISO. VIEW | ‘ 6 397260006 | M750S-05-5-06-3 | GREEN | 222 | 56.3 | 1.500 | 38.10 | 1.98 | 50.3
(4 CRICUIT SHOWN) ‘ ..X@U@w ! 7 397260007 | M750S-05-5-07-3 | GREEN | 252 | 63.9 | 1.800 | 45.72 | 228 | 57.9
SCALE 1.5:1
( ) } \ \ 8 397260008 | M750S-05-5-08-3 | GREEN | 2.82 | 715 | 2.100 | 53.34 | 2.58 | 655
[ | A W A [ [ { [ 9 397260009 | M750S-05-5-09-3 | GREEN | 3.12 | 79.2 | 2.400 | 60.96 | 2.88 | 73.1
10 397260010 | M750S-05-5-10-3 | GREEN | 3.42 | 86.8 | 2.700 | 68.58 | 3.18 | 80.8
11 397260011 | M750S-05-5-11-3 | GREEN | 3.72 | 94.4 | 3.000 | 76.20 | 3.48 | 884
12 397260012 | M750S-05-5-12-3 | GREEN | 4.02 | 102.0 | 3.300 | 83.82 | 3.78 | 96.0
- "c” ™ REF. LAST 2 DIGITS OF PART NUMBER EQUALS NUMBER OF POLES
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SECTION A-A 15—
"B" >l 24 [39]
(6.1]
ENGINEERING NUMBER LEGEND
300
@ .063
7.62] 1 60] SERIES COLOR
SPECIFICATIONS: #} - é - é - é - é " STYLE POLES
1. MATERIAL: PITCH
(A). BODY: PAG6, UL94 V-0 - g . ** CONTACT FACTORY FOR OPTIONAL COLORS
(B). PC TERMINAL: TIN PLATED BRASS | |
(C). M3 THREADED END: BRASS PCB LAYOUT FUNCTIONAL|_THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
- SYMBOLS | DIMENSION UNITS SCALE CURRENT REV DESC: MIGRATED TO NX. MODIFIED
2. MAXIMUM ELECTRICAL RATING PER UL: 300V, 18A W= 0 | INCHMM 3-1 Bg/_ll_SE"SA".ADDED ISOMETRIC VIEW & UPDATED molex
3. DIELECTRIC VOLTAGE WITHSTAND: 2500VAC FOR 1 MINUTE TOLERANCES - 0 GENERAL TOLERANCES
4. INSULATION RESISTANCE: 500VDC 500M WM INGH 7-62MM EURO HEADER
: : Q MM TOL INCH TOL o/~ 0 [erraces | . — |ECNO: 863603 VERTICAL WITH MOUNTING ENDS
5. IMPULSE VOLTAGE: 4000V + 5 TIMES EACH 0-6 +0.25 0-.24 +010 | [ommom|eraces [ — [ di | SO R0 PR
. . STMBOLS |2PLACES | ointr | oier | AppR; HKNEELAND 2026/08/31 PRODUCT CUSTOMER DRAWING
6. MAXIMUM OPERATING TEMPERATURE: -40°C TO +115°C >6-30 +0.40 .24-1.18 +.016 1PLACE |t ciarr |t INITIAL REVISION: DOCUMENT NUMBER DOC TYPE| DOC PART [REVISION
. o >30-120 +0.50 1.18-4.76 +020 O PLACES |t t _— |DRWN: RSTONE 2014/01/30
7. MAXIMUM SOLDER TEMPERATURE: 260°C FOR 5 SECONDS 0. 18-4. 2, ANGUARTOL = = |APPR:  JRMURPHY 501410116 SD-39726-001 PSD| 001 | B
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