oViking

Data Sheet

Customer:

Product: Anti-Sulfurated Thick Film Array Chip Resistor
— AS43 / AS42 Series

Size: 0603*4 / 0402x4

Issued Date: 20-May-19

Edition: Draft
,‘/ [ 1
Complian
VIKING TECH CORPORATION VIKING TECH CORPORATION KAOHSIUNG BRANCH  VIKING ELECTRONICS (WUXI) CO., LTD.
AR AT A R ] F AR BT A PR 8] B gy B) ABEEF(84)FRAE
No.70 Guangfu N. Rd., Hukou No.248-3, Sin-Sheng Rd., Cian-Jhen Dist., Kaohsiung, No.22 Xixia Road, Machinery & Industry Park,
Township, Hsinchu County 303, 806, Taiwan National Hi-Tech Industrial Development Zone
Taiwan of Wuxi, Wuxi, Jiangsu Province, China
Zip Code:214028
TEL:886-3-5972931 TEL:886-7-8217999 TEL:86-510-85203339
FAX:886-3-5972935-886-3-5973494  FAX:886-7-8228229 FAX:86-510-85203667+86-510-85203977
E-mail:sales@viking.com.tw E-mail:sales@viking.com.tw E-mail:china@viking.com.tw
Produced by Checked Approved by Prepared by Accepted by
(QC) (Q0C) (QC) (Sales) (Customer)
20-May-19 20-May-19 20-May-19 20-May-19
Susan Huang J.C. Liu J.C. Liu




[ AS43 & AS42 Series] 2o Viking

Anti-Sulfurated Thick Film Array Chip Resistor

Anti-Sulfurated Thick Film Array Chip Resistor

B Scope
— This specification applies to all sizes of rectangular-type fixed
chip resistors with Ruthenium-base as material.

lFeatures
— Special construction to prevent sulfuration in a sulfur containing
! environment
' — Reduction of assembly costs and matching with placement
machines

— Reliability, high quality

— Suitable for IR reflow soldering

B Construction B Applications
— High-end Computer
© ® @ — Industrial Equipment
— Automatic Equipment Controller
—Medical Equipment
— High-end Multimedia Electronics
— Outdoor Electronic Applications
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M Equivalent Circuit Diagram

HlDimensions
Number L w H A B c Y Weight
Type of (9)
Resistors (mm) (mm) (mm) (mm) (mm) (mm) (mm) (1000pcs)
AS43 4 3.20£0.15 | 1.60+0.15 | 0.55+0.10 | 0.50+0.15 | 0.80+0.05 | 0.30+0.15 | 0.30+0.15 8.288
AS42 4 2.00£0.10 | 1.00+0.10 | 0.45£0.10 | 0.30+£0.10 | 0.50+0.05 | 0.22+0.15 | 0.22%0.15 2.817
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[ AS43 & AS42 Series)

Anti-Sulfurated Thick Film Array Chip Resistor

lPart Numbering

2> Viking

1002
Product Dimensions Resistance Packaging TCR Resistance
Type Tolerance Code (PPM/C)
43: 06034 J: 5% T: Taping Reel F: £200 1000: 100Q
42: 0402*4 F:+1% 1002: 10KQ
1003: 100KQ
lRecommend Land Pattern M Derating Curve
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TYPe | (mm) | (mm) | (mm) | (mm) | (mm)
AS43 | 3.10 2.85 0.45 0.80 0.80
AS42 | 2.10 1.80 0.30 0.50 0.50
B Soldering Condition
(1A'l ) £l
= \ Second wave
ﬂ.til-n{p rate X s /| “Cnnlmu rate First wave 1
. X SKis
" Pre-haating
o ion " Forced \
cooling
Number of reflow cycles allowed: ) times Tise [ se¢ Number of flow cycles allowed: 2 times Tie 0
IR Reflow Soldering Wave Soldering (Flow Soldering)
(1) Time of IR reflow soldering at maximum temperature point 260°C : 10s
(2) Time of wave soldering at maximum temperature point 260°C : 10s
(3) Time of soldering iron at maximum temperature point 410°C : 5s
lStandard Electrical Specifications
P Rati
ltem | Fower Hating : Max. Max. | Number Resistance Range
at 70°C Operating . TCR
Operating | Overload of o
Jumper BT [FEAGE Voltage Voltage | Resistors o o (HALAS)
Type Rated Current 1% 5%
AS43 1/10W -55 ~ +155°C 50V 100V 4 10Q - 1MQ 1Q - 1MQ +200
AS42 1/16W -55 ~ +155°C 25V 50V 4 10Q - 1MQ 1Q - 1MQ +200

Operating Voltage=,/" (P*R) or Max. Operating Voltage listed above, whichever is lower.
Overload Voltage=2.5*/ (P*R) or Max. Overload Voltage listed above, whichever is lower.
B Viking is capable of manufacturing the optional spec based on customer’s requirement.
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Anti-Sulfurated Thick Film Array Chip Resistor

I Environmental Characteristics

Requirement

Item Test Method
1% 5%

JIS-C-5201-1 4.8

Temperature Coefficient of ASS IEC-60115-1 4.8

Resistance (T.C.R.) S Spec. At 25°C/-55°C and 25°C/+125°C, 25°C is the
reference temperature
JIS-C-5201-1 4.13
IEC-60115-1 4.13

Short Time Overload 1(1.0%+0.05Q) 1(2.0%+0.05Q)

RCWV*2.5 or Max. Overload Voltage whichever is
lower for 5 seconds

JIS-C-5201-1 4.6
Insulation Resistance >10G IEC-60115-1 4.6
Max. Overload Voltage for 1 minute

JIS-C-5201-1 4.25
IEC-60115-1 4.25.1

Endurance +(2.0%+0.10Q) 1(3.0%+0.10Q) 704£2°C, RCWYV for 1000 hrs with 1.5 hrs “ON” and
0.5 hr “OFF”
JIS-C-5201-1 4.24
. IEC-60115-1 4.24
Damp Heat with Load 1+(2.0%+0.10Q) 1(3.0%+0.10Q)

40£2°C, 90~95% R.H., RCWYV for 1000 hrs with 1.5
hrs “ON” and 0.5 hr “OFF”

JIS-C-5201-1 4.23

Dry Heat +(1.0%+0.05Q) +(1.5%+0.10Q) IEC-60115-1 4.23.2
at +155°C for 1000 hrs

JIS-C-5201-1 4.33
Bending Strength +(1.0%+0.05Q) +(1.0%+0.05Q) IEC-60115-1 4.33
Bending once for 5 seconds with 3mm

JIS-C-5201-1 4.17
Solderability 95% min. coverage IEC-60115-1 4.17
245+5°C for 3 seconds

JIS-C-5201-1 4.18

Resistance to Soldering Heat | +(0.5%+0.05Q) +(1.0%+0.05Q) IEC-60115-1 4.18
260+5°C for 10 seconds

JIS-C-5201-1 4.7

Voltage Proof No breakdown or flashover IEC-60115-1 4.7
1.42 times Max. Operating Voltage for 1 minute

L . JIS-C-5201-1 4.18
Individual leaching area <5%
Leaching vt "o IEC-60068-2-58 8.2.1

Total Ieaching area = 10% 260+5°C for 30 seconds

JIS-C-5201-1 4.19
Rapid Change of Temperature |+(0.5%+0.050Q) +(1.0%+0.05Q) IEC-60115-1 4.19
-55°C to +155°C, 5 cycles

ASTM-B-809-95
Sulfur Test +(0.5%+0.05Q) +(0.5%+0.05Q) H2S, 50+2°C, 91~93% R.H., no power rating for
1000 hrs

RCWV(Rated Continuous Working Voltage)=y" (P*R) or Max. Operating Voltage whichever is lower.
I Storage Temperature: 15~28°C; Humidity < 80%RH

www.viking.com.tw For detail questions, contact * sales@viking.com.tw Edition : Draft
3 Revision: 20-May-2019




[ AS43 & AS42 Series ] @ Vlkl ng

Anti-Sulfurated Thick Film Array Chip Resistor

B Packaging

Reel Specifications & Packaging Quantity

i 7B
Packaging . Reel DA ®B oC w T
Type | “qQuantity | T@Pe Width | piometer (mm) (mm) (mm) (mm) (mm)
AS43 | Paper | 5K 8mm 7 inch 178.5+1.5 60*"° 13.040.2 9.0+0.5 12.5+0.5
AS42 | Paper | 10K 8mm 7 inch 178.5+1.5 600 13.00.2 9.0+0.5 12.5+0.5
Paper Tape Specifications
Bottom Tape Top Tape
¢ Do
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Paﬁ; Resistor ‘4 P4 >‘<P2}‘ Po R Direction of unreeling R
o A B w E F Po P, P2 ®D, T
yp (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

AS43 1.95+0.1 | 3.50%0.1 8.0+0.2 [ 1.75%#0.1 | 3.5+0.05 | 4.0%0.1 4.0+0.05 | 2.0+0.05 (1.50+0.1,-0 0.85+0.1

AS42 1.20+0.1 | 2.20%0.1 8.0+0.2 [ 1.75%#0.1 | 3.5+0.05 | 4.0+0.1 2.0+0.05 | 2.0£+0.05 |1.50+0.1,-0] 0.70%0.1

EMarking
1% for AS43 & AS42 : 4 digits marking (non-including E24 series)
Example:
Resistance 102Q 2.49KQ 49.9KQ 121KQ
marking 1020 2491 4992 1213

5% for AS43 & AS42 : 3 digits marking in E24
Example: 101=100Q 102=1KQ (1% and 2™ are E24 code and 3" code is multiplier)

o2t 10|11 [ 12|13 |15 |16 |18 |20 |22 |24 |27 |30 |33 | 36|39 |43 |47 |51 |56 6268758291
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