> V-FREZIVS29 LRIV TIY BXC

RADIAL LEAD ALUMINUM ELECTROLYTIC CAPACITORS

|
BXC éEJRIES

105°C 8000~120008 & &&
Load Life : 105°C 8000~12000 hours

-LEDERFAREIR A1 38 | &8, RoHS
For LED Lighting. compliance

@ #i1&% SPECIFICATIONS
1B H ltems % i3 Characteristics
Hr-d)E E & —25~4105C

Category Temperature Range

E K B E @ 160~500Vdc
Rated Voltage Range

HERARENB = +20%(20°C,120Hz)
Capacitance Tolerance

—Bh =
CV=1000 CV>1000 I=RnRALA
B n o) 7% I=0.1CV+40uALI T (1 7{&) [I=0.04CV+100uARI T 2ME) | C=ER"= (uF)
Leakage Current(MAX) 1=0.1CV+40UA (1minute) 1=0.04CV+100UA (1minute) Capacitance
1=0.03CV+15uALIT (591E) |1=0.02CV+25uALLIT (571E) V=TE&EE(Vdc)
1=0.03CV+15UA (5minutes) 1=0.02CV+25UA (5minutes) Rated Voltage

18 % & O I # (tand) gﬁ?{%ﬁ{gg 160|200/ 250|350{ 400|450 500| (20°C.120Hz)

Dissipation Factor(MAX) tand 0.15]0.150.15]0.20[0.20[0.20[0.24

105 CHRTARDIFEEREE (VTIVER)INNE. TLERERET SIS,

After applying rated voltage with rated ripple current for specified time at 105°C, the capacitors shall meet the following requirements.

B R BT (% | MHEOL20%UR T—ZHAZ | EEE(rs)
it 2 e Capacitance Change Within =20% of the initial value. Case Size Life Time
End B %k A O E # FRIRIED200% LT 8x11.5,10x12.5 8000
ndurance Dissipation Factor Not more than 200% of the specified value.

p= n = | BREET 10x16, 10x20 10000

Leakage Current Not more than the specified value. ¢D=12.5 12000

%{BL. 500Vdc i3 1000085
500Vdc:10000hrs
& it bES L3
Low Temperature Stability BN |160|200|250| 350|400 450|500 (120H2)
(A>E—4>Xtt) — = -
Impedance Ratio(VAX) Z7(—25T)/z(20C)| 3 | 3| 3|6 |6 |6 |6
QUTNVEFRMEFRE,MULTIPLIER FOR RIPPLE CURRENT 9525, OPTION
Bk (Hz) e
oo 120 | 1k | 10k [100k= ‘ C% Code
1~56uF | 0.20]0.40] 0.80] 1.00 PETX!)—J PET Sleeve EFC
fR¥ | 6.8~18uF | 0.30| 0.60| 0.90 | 1.00
Coefiicient 22~82uF | 0.40| 0.70[ 0.90 [ 1.00
100~220uF| 0.45| 0.75| 0.90 | 1.00
@ F# %% PART NUMBER
L0 BXC LICCIEIE] M IO LIC] DXL
EREE J-XF BHERE HERETEE glic= J-FNIZs FT—ZHAX

Rated Voltage Series Capacitance Capacitance Tolerance Option Lead Forming  Case Size



" — I-ElE-l _“
RADIAL LEAD ALUMINUM ELECTROLYTIC CAPACITORS
&R DIMENSIONS (mm)
SLE_EVE(PET) »d
: ® oD | 8 |1o|12.5 16|18
-— ¢d 0.6 0.8
©
F |35 5.0 75
L+2MAX 15MIN 4AMIN
QIZERL—EBXR STANDARD SIZE Size ¢pDXL(mm), Rated Ripple Current (mA r.m.s./105°C, 100kHz)
EREE 160 200 250 350
HERE Vdc : : ] :
Cap(uF) Size | Ripple Size | Ripple Size | Ripple Size | Ripple
47 i 8x115 | 160 10x125 | 150
516 i i i 10x125 | 180
6.8 i i 10x125 | 250 10x16 | 280
10 10x16 | 320 10x16 | 320 10x16 | 320 10x20 | 350
18 § § § 1020 | 350
: 00 L 10X16______ L4470 | :

22 10%20 | 500 10%20 | 500 11 20%(2?6 | ?88 12.5%20 | 650
! a0 L. 12.9 X16___. L.60 | !

33 10x20 | 650 10%20 | 650 158520800 16%20 | 900

47 10x20 ! 750 125x20 980 125x20 980 16x20  : 1080
56 : : [ 125x20 1 1080 | :
' 12.5%25____ 11285>>< 155 0 '
| X | B5X | |

68 12.5X20 | 1180 [{6x20 | 1300 "'"126“)55'22'0'""; 1288 18%25 | 1470
1 1 OX | 1

82 — ' 16X20 i 1380 f----- : 1'66'5622? """ r"%'g'gjg"" 18%25 1 1530
X295 . | V' 4400 L____10: X295 L1000 | H
1 OO """" 6 >2'20 ! 1 420 1 6X20 ! 1 420 1 8X20 ! 440 !
120 ! § 18x20 | 1500 §
150 16x25 | 1890 16x25 | 1890 18x25 | 1960 |
220 18x25 | 2370 18x25 | 2370 5 |

TEREE 400 450 500

gEag~ Vdc —— — : —

Cap (uF) Size ' Ripple Size : Ripple Size i Ripple
1 [ .8x115 1 60 ___] ! !

10x125 70 ! !
15 L_8x115 1 90 ] : :
: 10x125 77100 :
18 [ 8x115 95 ] ] ]
: 10x125 77120 -
50 [ 8x115 1 95 | : ;
: 10x125 140 -
33 -l 10x125 1. 150 | 1
: 10x16 180 : :
47 10x16 | 220 f--- 19x18........ 180. . !
s6 | toas a0 G5B |
co | s e |33 BB s
8.2 : 10x20 | 280 !
______ 10X20 330 __| ]

10 10x20 | 350 [ - 125X16° 177360 7] 125x20 | 320
| et e
N A V-1 5X20 1450 ] 12.5%25 |
: 12 5X2 i INRLE A 0~> S :

15 125x20 | 550 [T T Toxog 1 440
12.5%25 | 12525 | 600 |[---- 12.5%X35 __

2 i6x20 1 60 16X20 1 780 [ 19588 %0
'oonn - OxgQ.1.£30...1  16%31.5 !

33 16x20 | 900 [T 0x 25 980 s 700
______ 16x25 - i

47 18x20 | 1180 18%25 | 1200 18%31.5 | 880
68 18x25 | 1470 | §




