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Motion SPM® 5 Series

Features
« UL Certified No. E209204 (UL1557)

* 500 V Rpg(on) = 4.0 (Max) FRFET MOSFET 3-Phase
Inverter with Gate Drivers

Separate Open-Source Pins from Low-Side MOSFETs
for Three-Phase Current-Sensing

Active-HIGH Interface, Works with 3.3 / 5 V Logic,
Schmitt-trigger Input

» Optimized for Low Electromagnetic Interference

» HVIC for Gate Driving and Under-Voltage Protection
+ Isolation Rating: 1500 Vg / min.

* RoHS Compliant

Applications

« 3-Phase Inverter Driver for Small Power AC Motor
Drives
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January 2014

Related Source

« AN-9082 - Motion SPM5 Series Thermal Performance
by Contact Pressure

+ AN-9080 - User’s Guide for Motion SPM 5 Series
Ver. 1

General Description

The FSB50250 is an advanced Motion SPM® 5 module
providing a fully-featured, high-performance inverter
output stage for AC Induction, BLDC and PMSM motors.
These modules integrate optimized gate drive of
the built-in MOSFETSs (FRFET® technology) to minimize
EMI and losses. The built-in high-speed HVIC requires
only a single supply voltage and translates the incoming
logic-level gate inputs to the high-voltage, high-current
drive signals required to properly drive the module's
internal MOSFETs. Separate open-source MOSFET
terminals are available for each phase to support the
widest variety of control algorithms.

Package Marking & Ordering Information

Device Device Marking

Package

Packing Type Quantity

FSB50250 FSB50250

SPM5B-023

Rail 15
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Absolute Maximum Ratings

Inverter Part (each MOSFET unless otherwise specified.)

1. For the measurement point of case temperature T¢, please refer to Figure 4.
2. Marking “* “is calculation value or design factor.

Symbol Parameter Conditions Rating Unit
Vpss Drain-Source Voltage of Each MOSFET 500 \'
*Ip o5 Each MOSFET Drain Current, Continuous | T = 25°C 1.0 A
*Ip 80 Each MOSFET Drain Current, Continuous | T = 80°C 0.7 A
*Ipp Each MOSFET Drain Current, Peak T =25°C, PW <100 ps 2.0 A
*Pp Maximum Power Dissipation T¢ =25°C, For Each MOSFET 45 W
Control Part (each HVIC unless otherwise specified.)
Symbol Parameter Conditions Rating Unit
Vee Control Supply Voltage Applied Between V¢ and COM 20 Vv
Vgsg High-side Bias Voltage Applied Between Vg and Vg 20 \
ViN Input Signal Voltage Applied Between IN and COM -0.3~ Ve +0.3 \Y
Thermal Resistance
Symbol Parameter Conditions Rating Unit
, . Each MOSFET under Inverter Oper- R
RoJc Junction to Case Thermal Resistance ating Condition (1st Note 1) 9.3 C/w
Total System
Symbol Parameter Conditions Rating Unit
Ty Operating Junction Temperature -20 ~ 150 °C
Tsta Storage Temperature -50 ~ 150 °C
. 60 Hz, Sinusoidal, 1 Minute, Con-
Viso Isolation Voltage nect Pins to Heat Sink Plate 1500 Vims
1st Notes:
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Pin descriptions

Pin Number | Pin Name Pin Description
1 COM IC Common Supply Ground
2 VBu) Bias Voltage for U Phase High Side MOSFET Driving
3 Veew) Bias Voltage for U Phase IC and Low Side MOSFET Driving
4 IN(UH) Signal Input for U Phase High-Side
5 INwL) Signal Input for U Phase Low-Side
6 Vsu) Bias Voltage Ground for U Phase High Side MOSFET Driving
7 VBwv) Bias Voltage for V Phase High Side MOSFET Driving
8 Veew) Bias Voltage for V Phase IC and Low Side MOSFET Driving
9 IN(vH) Signal Input for V Phase High-Side
10 N Signal Input for V Phase Low-Side
11 Vsv) Bias Voltage Ground for V Phase High Side MOSFET Driving
12 VBw) Bias Voltage for W Phase High Side MOSFET Driving
13 Veew) Bias Voltage for W Phase IC and Low Side MOSFET Driving
14 INwH) Signal Input for W Phase High-Side
15 INowL) Signal Input for W Phase Low-Side
16 Vsw) Bias Voltage Ground for W Phase High Side MOSFET Driving
17 P Positive DC—Link Input
18 U Output for U Phase
19 Ny Negative DC—Link Input for U Phase
20 Ny Negative DC—Link Input for V Phase
21 Vv Output for V Phase
22 Nw Negative DC—Link Input for W Phase
23 w Output for W Phase
(1) COM
2)V 17)P
v L T 1 "
(4) IN gy — HIN  HO
(5)IN L UN vs (gu

(9) Ny, O HIN  HO
(10)INy, O—— LN Vs

jj @2) N,
@)W

]
e

Figure 1. Pin Configuration and Internal Block Diagram (Bottom View)
1st Notes:

indicated in Figure 3.

3. Source terminal of each low-side MOSFET is not connected to supply ground or bias voltage ground inside Motion SPM® 5 product. External connections should be made as
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Electrical Characteristics (1= 25°C, Vo = Vgg = 15 V unless otherwise specified.)

Inverter Part (each MOSFET unless otherwise specified.)

Symbol Parameter Conditions Min | Typ | Max | Unit
Drain - Source
BVDSS Breakdown VOItage V|N =0 V, ID =250 MA (2nd Note 1) 500 - - \
Zero Gate Voltage
Ibss | Drain Curvent g Vin =0V, Vpg = 500 V - - | 250 | pA
Static Drain - Source
RDS(on) Turn_on Resistance VCC = VBS = 15 V, V|N = 5 V, ID = 05 A - 33 40 Q
Drain - Source Diode
Vsp Forward Voltage Voo = Vg =15V, Viy=0V,Ip=-05A - - 1.2 %
tON - 1273 - ns
tOFF VPN =300 V, VCC = VBS =15 V, ID =05A - 800 - ns
_— ) Vin=0V < 5V, Inductive Load L =3 mH
tr___ | Switching Times High- and Low-Side MOSFET Switching 213 ns
Eon (2nd Note 2) - 42 - nd
EOFF - 28 - HJ
. | Ven =400V, Voe = Vgs =15V, Ip = Ipp, Vps = BVpss.
RBSOA | Reverse Bias Safe Oper-| /7 45500 Full Square

ating Area High- and Low-Side MOSFET Switching (2nd Note 3)

Control Part (each HVIC unless otherwise specified.)

Symbol Parameter Conditions Min | Typ | Max | Unit
lace Quiescent V¢ Current xoc =01\5/ v Applied Between Vs and COM - - 160 pA
IN =
. Vgs=15V, Applied Between Vg - U,

I Quiescent Vgg Current BS ) - - 100 A
Q8BS BS Vin=0V Ve - Vi Vew) - W H
UVceb | Low-Side Under-Voltage | Vcc Under-Voltage Protection Detection Level 7.4 8.0 9.4 \Y
UVger | Protection (Figure 8) Ve Under-Voltage Protection Reset Level 80 | 89 | 9.8 %
UVBsp | High-Side Under-Voltage | Ves Under-Voltage Protection Detection Level 74 | 80 | 94 \
UVggr | Protection (Figure 9) Vgg Under-Voltage Protection Reset Level 80 | 89 | 98 %
ViH ON Threshold Voltage Logic HIGH Level . 3.0 - - \

- Applied between IN and COM
Vi OFF Threshold Voltage Logic LOW Level - - 0.8 \
I|H . V|N = 5 V . - 10 20 l.lA
Input Bias Current Applied between IN and COM
|||_ V|N = 0 \ - - 2 ].LA

2nd Notes:

1. BVpgg is the absolute maximum voltage rating between drain and source terminal of each MOSFET inside Motion SPM® 5 product. Vpy should be sufficiently less than this
value considering the effect of the stray inductance so that Vpg should not exceed BVpgg in any case.

2. ton and topr include the propagation delay of the internal drive IC. Listed values are measured at the laboratory test condition, and they can be different according to the field
applications due to the effect of different printed circuit boards and wirings. Please see Figure 4 for the switching time definition with the switching test circuit of Figure 5.

3. The peak current and voltage of each MOSFET during the switching operation should be included in the Safe Operating Area (SOA). Please see Figure 5 for the RBSOA test
circuit that is same as the switching test circuit.
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Recommended Operating Condition

Symbol Parameter Conditions Min. | Typ. | Max. | Unit
Ven Supply Voltage Applied Between P and N - 300 400 \"
Vee Control Supply Voltage Applied Between V¢ and COM 13.5 15.0 16.5 Vv
Vgs High-Side Bias Voltage Applied Between Vg and Vg 13.5 15.0 16.5 Vv

\ Input ON Threshold Voltage 3.0 - V \

INON) P 9 Applied Between IN and COM ce

VlN(OFF) Input OFF Threshold Voltage 0 - 0.6 \'

leaa | g Time for Preventing |y - vgg =135~ 165V, Ty <150°C 1.0 : : us
frwm PWM Switching Frequency | T, <150°C - 15 - kHz

Te Case Temperature Ty <150°C -20 - 125 °C

These values depend on PWM
control algorithm
15-V Line [, 2
Ry D¢ N P Voo
» N HN | uNn | output Note
Rs ey Ve Inverter 0o | o Z Both FRFET Off
A HIN  HO Output _| -
Micom :]: ‘ s e — AN 0 1 0 Low side FRFET On
ol l coM Lo | s 1 0 Vo High side FRFET On
I \ 1 1 Forbidden Shoot through
r 4L L = Open | Open z Same as (0,0)
4 c = One-Leg Diagram of SPM’ 5 Product L
10}1F’[ 2 1 s
* Example of bootstrap paramters:
= C1 = C, = 1uF ceramic capacitor,
R =560, R, =200
Figure 2. Recommended MCU Interface and Bootstrap Circuit with Parameters
3rd Notes:

1. Itis recommended the bootstrap diode D1 to have soft and fast recovery characteristics with 600 V Rating.

. Parameters for bootstrap circuit elements are dependent on PWM algorithm. For 15 kHz of switching frequency, typical example of parameters is shown above.

2
3. RC-coupling (Rs and Cs) and C4 at each input of Motion SPM 5 product and MCU (Indicated as Dotted Lines) may be used to prevent improper signal due to surge-noise.
4

. Bold lines should be short and thick in PCB pattern to have small stray inductance of circuit, which results in the reduction of surge-voltage. Bypass capacitors such as C4, Co
and Cj3 should have good high-frequency characteristics to absorb high-frequency ripple-current.

3rd Notes:

14.50mm

IEIIEARTITIEY

]X[I;:i;ul}fgx ey

GOOA A

3.80mm

MOSFET

Case Temperature(Tc)
Detecting Point

Figure 3. Case Temperature Measurement

5. Attach the thermocouple on top of the heat-sink of SPM 5 package (between SPM 5 package and heatsink if applied) to get the correct temperature measurement.
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(a) Turn-on
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(b) Turn-off

Figure 4. Switching Time Definitions

Ren
Ve / , | Io
N .
{ s ! &
L Vpe
HIN  HO —
A ™ —
o LIN VS — .
1 T COM LO —{ VDS'|_|'|_|'
L h'g
LT Cas One-leg Diagram of Motion SPM® 5 Product

Figure 5. Switching and RBSOA (Single-pulse) Test Circuit (Low-side)

Input Signal

UV Protection
Status

Low-side Supply, V¢

v
MOSFET Current N\_/\

Figure 6. Under-Voltage Protection (Low-Side)

Input Signal

UV Protection
Status

High-side Supply, Vgg

'
MOSFET Current N\_/\

Figure 7. Under-Voltage Protection (High-Side)
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R
AR,
l (1) COM
R, , 1 @ Vay, anp
Vv
% Eii "\TC(“’ VCC VB | |
WL 1 HN HO (18)U
I ©) Nu LN VS - ol Ly
Cr | V.. | COM  LO %% D
S9) 19N,
/\/\R/\1 M 1(7) VB(V) 19 :
L4l
} g ::ucc‘v’ oo v U % 20) NVI
W HN  HO | I
@eHv
% I (10) Now, LN VS M
= i CTI (1) Ve, +—{ COM  LO %%
[ (12
{ as) VCC VB J | (2 Ny,
I( ) HN  HO | | (23)WI
5) LN VS
L{coMm Lo %%%
‘ ‘ For 3-phase current sensing and protection &(}\/
I 1 15V c.L L l R,
+ T Supply 4 T %%%
Figure 8. Example of Application Circuit
4th Notes:

1. About pin position, refer to Figure 1.
2. RC-coupling (Rs and Cs, R4 and Cg) and C4 at each input of Motion SPM® 5 product and MCU are useful to prevent improper input signal caused by surge-noise.

3. The voltage-drop across Rj affects the low-side switching performance and the bootstrap characteristics since it is placed between COM and the source terminal of the low-
side MOSFET. For this reason, the voltage-drop across R3 should be less than 1 V in the steady-state.

4. Ground-wires and output terminals, should be thick and short in order to avoid surge-voltage and malfunction of HVIC.
5. All the filter capacitors should be connected close to Motion SPM 5 product, and they should have good characteristics for rejecting high-frequency ripple current.
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Detailed Package Outline Drawings
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NOTES: UMLESS OTHERWISE SPECIFIED T

A) THIS PACKAGE DOES NOT COMPLY
TO ANY CURRENT PACKAGING STANDARD
B) ALL DIMENSIONS ARE IN MILLIMETERS
C) DIMENSIONS ARE EXCLUSIVE OF BURRS,
MOLD FLASH, AND TIE BAR EXTRUSIONS
D) ( ) IS REFERENCE
E)[ 1S ASSY QUALITY
F) DRAWING FILENAME: MOD23DAREVZ2.0
G) FAIRCHILD SEMICONDUCTOR

LAND PATTERN RECOMMENDATIONS

Package drawings are provided as a service to customers considering Fairchild components. Drawings may change in any manner
without notice. Please note the revision and/or data on the drawing and contact a FairchildSemiconductor representative to verify or
obtain the most recent revision. Package specifications do not expand the terms of Fairchild’s worldwide therm and conditions,
specifically the the warranty therein, which covers Fairchild products.

Always visit Fairchild Semiconductor’s online packaging area for the most recent package drawings:

htto://www.fairchildsemi.com/dwg/MO/MOD23DA.pdf
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TRADEMARKS

The foliowing inclodes regesterad and unregisiered rademarks and service marks, owned by Fairchild Semoonducior andior i global subsidianes, and & not
intended Io be an exhaustive k=t of &l such rademarks,

AncuPover ™ F-PF3™ Sync-Lock™

AX-CAP™ FRFET" . . SYSTEM

BitSic™ Gilobal Power Resouron PovisrTranch® GENERAL®

Buid # Mow'™ GroenBridge™ Powar(s™ TinyBoost"

CorePLUS ™ Green FPS™ Programmatde Active Droop™ TinyBuck”

CoraPOWER™ Grean FPS™ e-Series™ QFET TinyCalo™

CROSSVOLT™ Gmax™ as™ TinyLogic®

CTL™ GTO™ Cuiet Series™ TINYOPTO™

Curresnd Transker Logic™ It RapidConfigure™ TinyPower™

DEUXPEED" ISOPLANAR ™ - Ting PV ™

Duat Cool™ | Speakers Tiny\Wira

EcoSPARK® Mﬂkrﬂﬁ'ﬂﬂ:ﬁﬁm e Saving our workd, 1TmWAWWIW al a time™ 'Trnlnsx:'p

Effichenibla ™ MagaBuck '™ Signalise™ TriFaull Dateci™

ESBC™ MICROCOUPLER™ Smarthlas TRUECURRENT "
MicroFET™ SMART START™ iSerDes™

- MicroPak ™ Solutions for Your Success ™ '

Fairchikd MicroPak2 ™ SPM‘

Fairchild Semiconduetor” MilerDrive’™ STEALTH™ UHC

FACT Quisl Saries™ MationMiss™ SuparFET" Ultra FRFET™

FACT WS SuperSOT™-3 o

FAST dedid SuperSQT™:6 e

FastvCora"™ QpiotiT™ ] smI'SGT“‘ 8 oK™

FETBanch™ Wﬂiﬂ' Em e Wisualhax ™

m U Wi Plus™

FPS ol SyncFET" e

* Trademarks of System General Corporalion, used under license by Fairchild Semiconductor.

DISCLAIMER

FAIRCHILD SEMICONDUCTOR RESERVES THE RIGHT TOMAKE CHANGES WITHOUT FURTHER NOTICE TO ANY PRODUCTS HEREIN TO IMPROVE
RELIABILITY, FUNCTION, OR DESIGN, FAIRCHILD DOES NOT ASSUME ANY LIABILITY ARISING OUT OF THE APPLICATION OR LISE OF ANY PRODUCT
OR CIRCUIT DESCRIEED HEREIN, NEITHER DOES IT CONVEY ANY LICENSE UNDER TS PATENT RIGHTS, NOR THE RIGHTS OF OTHERS, THESE
SPECIFICATIONS DO NOT EXPAND THE TERMS OF FAIRCHLD'S WORLDVADE TERMS AND CONDITIONS, SPECIFICALLY THE WARRANTY THEREIN,
WHICH COVERS THESE PRODUCTS,

LIFE SUPPORT POLICY
FAIRCHILD'S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DEVICES OR SYSTEMS WITHOUT THE
EXPRESS WRITTEN APPROVAL OF FAIRCHILD SEMICONDUCTOR CORPORATION.

A imed harein:
1. Life suppon devices or systems are devices or systemns which, (@) are 2. A orfical component in any companent af a life suppor, device, or
intended for surgical imglant indo the body or (b) supporl or susiain syslem whoss faillure 1o perform can be reasonably expecied o
e, and (o) whose fallure to perform when propery used in cawsa the fallure of the e suppon device or sysiem, or lo affect s
mccordance with instructions for use provided in the labeling, can be salety or elfectivaness.

reasonably expected o resull in a significant injury of the user,

ANTI-COUNTERFEITING POLICY

Fairchild Semiconducior Corporation’s Anti-Counlereting Policy. Farchid's Anf-Counlerleitng Policy is also staled on our extermal websie, waw airchildsemi com,
unider Sales Support,

Counterfeding of semiconducion pars is a giedng problem in the industry, Al mandacheers of semiconducior products ane expanancing counterating of Sheir
parts. Cuslorme s who madvertently purchase counferled parts axpenence many problens such as loss of brand reputation, substandand pedormance, failed
apphcations, and increased cost of production and manufacturing delays. Fairchild & taking strong measares to proled oursebves and our custome s from the
proferation of counleriell parts. Faichid slrongly encourages customers 1o purchase Fairchil) pants elther directly from Fairchild or from Authorized Fairchild
Distributors who anm ksted by country on our web paga cled above. Products customers buy sither from Fairchild directly or from Authorized Fairchild Destribotons
are genuing parts, have full receability, méeet Fairchild's quality standards for handling and storage and provide access io Faichid's il renge of up-to-date lachnical
and produc nfommation. Faiechild and our Authorized Disiribuios will stand behind all warranties and vwill appropriaely address any warmanty Esues that may ariss.
Fairchild will nol provide any warranty covesage or other assistance for pairts bought from Unauthorized Sources. Fairchikd i commitbed to combal this global
probiem and encourage our cusiomens o do their part in stopping this prachon by buying dred or from authorsed disfribuions

PRODUCT STATUS DEFINITIONS
Definition of Terms
Datasheet identification | Product Status Definition

Dalashest conlains the design spacilications for product development. Specfications may chanpge
in any manned wilhoul nolice

Datasheat contains prelminary data; supplementary data will be published al & tater dale. Faichild
Semiconductor resenves The right 1o make changes &l any fime withoul nolios o improve design,
Datashes! contains final specifications. Fairchild Semicanductor reserves the right 1o make
changes &l any lime withoul notice 1o improve the dulgn.

Datashes! coniains specifications on a product thal is discontinued by Fairchild Semiconducior.
Qbsolete Mot in Production The datasheat is lor reference information only.

Advance Information Formative | In Design

Preliminary Firsi Production

No Identification Needed Fudl Production

Rev. 56
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