SURFACE MOUNT (SMT) COIN CELL RETAINERS

e Tin Nickel plating provides low contact resistance and will hold up to high temperature lead
free soldering

e Dual spring contact assures battery will have proper contact with PCB

e Battery can be easily replaced without any tools

Compatible with reflow soldering processes

Solder tails located outside of retainer which facilitates visual inspection of solder joint
Compatable with most vacuum and mechanical pick & place assembly system

All conductive carrier tape meets ANSI/EIA-481 standards

Economical design allows for PCB pads to be used as negative contacts

Matte Tin Plate for lower soldering temperaturres. Ideal when other temperature sensitive
components are being used

{ SURFACE MOUNT (SMT) |

® All conductive polystyrene carrier tape meets ANSI/EIA-481 standards
MATERIAL: .010 (.25) Phosphor Bronze
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FIG. 1 - Compact FIG. 2 - Low Profile
TIN-NIGKEL PLATE | MATTE TIN PLATE
CAT. NO. | ON TAPE [CAT. NO. | ON TAPE CELL BATTERY
BULK | & REEL | BULK | & REEL | FIG.| A H L w DI, REFERENCE TAPE & REEL SPEC'S
SRA3, 186, 386, AT6, LRA4, 357, NIST, o
2096 | 2906TR | 3096 |3096TR [ 2 | 50(132)| 28560 | 5 (121) | 7007 | Temm | SRS, 160, 386AT6LF S9mm vide; T6mm pitch; 600/ree
3000 |30007R | 3080 |3080TR | 2 | 50(132)| 125(32) | 415(121) | 75 (189) | 12mm | CRI21S BRAZZ0 CLIZZS SRUZD, ' aor i tomm it 1000 el
3012 | 3012TR | 3002 |3002TR | 2 | 660 (169) | 156 (80) | 504 (51) | 974 232) | Tomm | BRI612, CRi1b, CRIG20, DLT632 | &4mm wide; 24mm pitch; 600/reel
3026 | 3026TR | 3078 |3078TR | 1 | 831(211)| 085 22) | 762 (199) | 1210 (30.7) | 20mm | BR2OTG, CR20T6, DL20To Fmm wide; 28mm pitch; 1000/reel
3002 | 3002TR | 3082 |3082TR | 2 | 831(211)| 156 (&0) | 782 (199) | 1210 (30.7) | 20mm | BR2OTS, DL2020, CR2025, CR2032 | &4mm wide; 24mm pitch; 500/reel
3004 | 3004TR | 3084 |3084TR | 2 | 939(239) | 156 (80) | 832 (21.1) | 1330 (300) | 23mm | BRZ320, CLZ325, CR2330, DL2335 | 56mm wide; 32mm pitch; 400/reel
3010 | 3010TR | 3090 |3090TR | 2 | 930(239)| 240 G1) | 879 (208) | 1339 (340) | 23mm | CRZ354, DL2350 56mm wide; 32mm pitch; 200/reel
3006 | 3006TR | 3086 | 3086TR | 1 | 1.000(254) | 156 40) | 978 (233) | 1400 (355) | 24mm | CR2A30, DL2430 5bmm wide; 32mm pitch; 400/reel
3008 | 3008TR | 3088 |3088TR | 2 | 1.000(%54) | 230 (58) | 890 (226) | 1400 (356) | 24mm | CR2450, DL2450 Stmm wide; 32mm pitch; 200/reel
3046 | 3046TR | — — [ 7 [1227(83) | J67G2) | 1020 (259) | 1627 @13) | 30mm | CR303Z 56mm wide; 32mm pitch; 400/reel

SURFACE MOUNT (SMT) ULTRA LOW PROFILE COIN CELL RETAINER

Ultra Low Profile Coin Cell Retainers are designed specifically for the most popular coin cells.
It will provide reliable contact as well as retain the coin cell with the minimum space needed.
Ideal for small applications such as remote controls or active RFID tags.

e Slim design - saves valuable board space
* Narrow face allows for quick and easy battery replacement
* Designed for specific batteries - lowest height design

MATERIAL: .010 (.25) Phosphor Bronze, Tin-Nickel Plate
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FIG. 3 - Ultra Low

TIN-NICKEL PLATE | MATTE TIN PLATE
CAT. NO. | ON TAPE |CAT. NO. |ON TAPE
BULK | &REEL | BULK | & REEL
3028 | 3028TR | 3038 |3038TR | 3 | .831(21.1) | .067 (1.7) | .618(15.7) | .911 (23.) BR2012, CR2012, DL2012 44mm wide; 24mm pitch; 1000/reel
3034* | 3034TR*| 3044 |3044TR | 3 | .835(21.2) | .160 (4.1) | .635(16.1) | 0.915 (23.) DL2020, CR2025, CR2032 44mm wide; 24mm pitch; 1000/reel
3032 | 3032TR | 3042 |3042TR | 3 [1.000(254) | .067 (1.7) | .681(17.3) |1.080 (27.4) BR2412, CR2412 44mm wide, 24mm pitch, 1000/reel
*Nickel Plate
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